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Second Waiting Shed
Note:- No improvement works

6100

provided for in the BOQ.
Leave it as it is.

eplace existing 28 Gauge iron sheet clad with
new iron sheets secured to Wooden poles
Using roofing nails.

Fabricate and fix new door as per BOQ.

VA

Storage Space to be

T
1 9100
()
3.

improved
3 Block mdSonry Wall, plastered with
/ S cement sand mortar & finished with 28 PRE PAINTED IRON ROOFING SHEETS
weather guard cream, 200mm thick & 40 X 40 mm timber PURLINS @800 mm c/c
1000mm high. 80 x 40 mm timber TRUSS
Existing ROOF DETAILS
Qa £
‘ 10 Wooden poles @200 mm
| (selected rotten poles to be replaced)
Supply new 28 Gauge iron sheet clad | Supply and compact 300mm marram to improve the$
to replace the old one . waiting area floor.
600 Plain Concrete footing
= 6100 . (400 x 400 x 7000)mm
Mix ratio (1:2:3).
SECTION X-X
<
28 Gaugh Roof Sheets
NORTH < )
y RHS of Size 80mm x50mm
5 wire mesh in 60mm x 50mm RHS.
&
J'J . 28 Gauge iron sheet clad secured to RHS
Using self taping screws.
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