BOQ FOR CONSTRUCTION OF CHILD FRIENDLY SPACE.
                                                                                                                                                        
	S/No
	Description
	UNIT
	QTY
	Rate in USD
	Amount USD

	
	
Project Description
Construction of child friendly space.

Preliminary.
Mobilization of equipment, tools, materials and labors.
Total for preliminaries  
	






1.00
	






Item 
	
	

	
	
	
	
	
	

	
A. 


      B.
   
      
      C.
	Excavation
Clear the site cut bushes and grab up roots to prepare for construction.

Excavation over site 150mm deep to repair to soil
Excavation foundation trenches starting from tripped level for trip footing

	

1.00


M3

M3

	

Item


8.78 

20.01


	
	

	    1.1
	Filling
Filling and ramping around foundation strip with gravel or other equal and approved good quality selected excavated materials 

	



M3
	



48
	
	

	    D
	Filling under floor beds to make levels with hard cores         equal and approved good quality imported filling material :- spread and compact in layers not exceeding 150mm thick.
	



M3
	



68
	
	

	   1.2
    E
	Disposal
Carry away surplus excavated material to deposit as directed by engineer.

	

M3
	

15.2
	
	

	1.3
 F
	Anti – termite treatment 
Anti – termite treatment to stabilized compacted floor area, filling and top of foundation walls: -
Collection for earth work
	


M3 
	


68
	
	

	
	
	
	
	
	

	2.0

A
B
C
D
	Concrete work
Concrete class 25/20/1/2=4) in
Trip footing
100mm thick floor slab.
100mm thick for pavement and ramps.
200X200mm ring beam.
Total for concrete work.
	

M2
M2
M3
M3
	

16.4
68
7.28
3.97
	
	

	
	
	
	
	
	

	2.2
2.2.1
   E
   F
	Form work
25mm thick saw cypress form work to
Side and soft fits of ring beams
Edges of floor slab height not exceeding 150mm high.
Total for form work. 

	
M2
M
M

	
35
26
24
	
	

	
	
	
	
	
	

	2.3


G
H
I
J
K
2.3.1
L
	Reinforcement 
For steel reinforcement (to Bs 4449 and characteristic strength Fy= 250n/mm2
R6 mild steel reinforcement bar
Y12 high yield reinforcement bars
 Y10 high yield reinforcement bars 
Binding wire
Hoop iron
Mesh fabric reinforcement 
Lay fabricated mesh Ref BRCA142 to Bs4483 in ground floor slab
Total for reinforcement
	


Kg
Kg
Kg
Rolls
Rolls

M2
	


98
95
185.3
125
1

68
	
	

	
	
	
	
	
	

	
3.1
3.1.1
  A
	Masonry work
Block work
Sub – structure
200mm  thick red burn bricks bedded in English bond and jointed cement and sand (1.3) mortar trips foundation.
	




M2
	




22
	
	

	3.1.2
  B
	Super – structure walls
200mm thick red burn  bricks in cement and sand (1.4) mortar reinforcement with hoop iron wall ties
	


M2
	


165.3
	
	

	  3.2
  3.2.1
    C



3.2.1
    D
	Thermal and moisture protection 
Damp proof courses
225mm wide horizontal bituminous damp proof courses laid on screened 20mm thick (1.3) bed ready to         bricks walls.
Damp proof membrance
Horizontal damp proof membrance 1000-gauge polythene membrance laid on compacted ground floor.
Total for masonry work

	



M2



M2 
	



6.8



68
	
	

	
	
	
	
	
	

	 4.0

4.1



  A


 B

 C
 D
 E

4.2
  G




4.2.1
   F
   H
4.3
  I
	Roofing work (timber work)
Definitions
Roofing structures
All timbers members shall be applied primary black and two coats of wood preservative.
 Supply and fixing 50x75x4mm thick timber purine.
The following to: - timber trusses
Supply and fixing of 50x100mm rafters as show on.
Ditto ties and struds
Supply and fixing of 50x150 tie beam
Supply and fixing of wall plate hard wood 75x100
Roofing covering and roof drainage
Supply and fixing of 28 gauge pre- painted super eco roofing sheet (0.32mm) of approved color rate shall include nails, hoop iron, rubber washers.

Ridges cap
Supply and fixing 28 gauge pre- painted
Ridges caps
Facial board
25X225mm high timber board 1x9

Total for roofing

	



M2

Lm



M2
M 
Lm
Lm




M2




Lm

Lm
	



25

112



27
14
50
22




121




13

32
	
	

	
	
	
	
	
	

	  5.0
   A





5.1
	Doors and windows
Steel casement windows to fit structural opening size 150cmx150cm high comprising of steel frames including all iron monger and hardware.

Steel doors
Supply and fix in place steel door structure opening size 100cmx 240cm high comprising of steel frames pluse all the required painting of the doors &windows with all the excessive

Total for doors and windows
	



No 




No 
	



10




3
	
	[bookmark: _GoBack]

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	6.2
	Finishing.
Wall finishing 
25mm thick cement (sand mortar 1.3) plastic finished smoothen with white lime internal wall 
20mm thick cement sand (1.4) plaster finished external wall

Total for wall finishing 
	

M2


M2
	

142


142
	
	

	
	
	
	
	
	

	6.1
	Floor finishing 
· Supply and place 40mm thick cement and sand mortar (1.3) screed laid horizontal on the floor slab surface finished with shurry steel float finished.


Total for floor finishing 
	



M2
	



92
	
	

	
	
	
	
	
	

	6.4
	Painting and decoration
· Rate shall include preparation of surface, cleaning down smoothing and protecting the floor.
wall painting
· Prepare and apply 2 coat of under coat both internal and external
· Prepare and apply 2coat of emulsion paint (virial silk paint) paint and weather guard for internal and external of approved coloures.

Total for painting  
	




M2

M2
	




130

130
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	




PREPARED BY: Engineer Fred
