Center for International Programs
ICAP in South Sudan

Purchase Requisition
Date _27t" July 2021

Requesting Department _Technical Office
Please purchase the following items for:
[] Main Office [X] Supported ICAP Site(s) (Please List)

Grant Number: _GG014355- 02

(Attach distribution)}

item Account Units Qry
No. Description of materials Number | Measures Remark

Honda XL125, on and off road white in color 2013 Model.
Technical specifications:
Engine Single-cylinder, air-cooled, 4-stroke, OHC.
Displacement 124.73 cc. Max. Power 8.0 kW/8,250
rpm.Max. Torque 10.4 Nm/6,500 rpm. Bore x Stroke 52.4
mm x 57.9 mm. Compression Ratio 9.2:1 Air Filter Type
Paper Element (Vixcous Type). Starting Method
Electric/Kick. Ignition DC-CDI Battery
1 Transmission 5-speed, Manual, 1-N-2-3-4-5. Dimension (L x Piece 20
W X H) 2,107 x 827 x 1,125 mm Wheelbase 1,358 mm. Seat
height 849 mm. Ground Clearance 263 mm. Kerb weight 127
kg. Fuel Tank Capacity12.0 L. Battery 12V-4Ah. Head Lamp
12V-35/35W. Tire size Front:70/100-21, Rear:100/90-18.
Brake Front/Rear: Leading Trailing Drum. Frame Type

Semi Double Cradle. Front Suspension Telescopic
Fork, 159mm Axle Travel. Rear Suspension High Density
Rear Shock Tube, 148mm Axel Travel

2 Helmed, white with ICAP logo piece 20
3 Box carrier with ICAP logo piece 20
4 | Hero Neon DX 26T

Total Bike Weight(Kg) 18.1

Color Red, Blue

Bike Type Rigid

Frame type/Size Steel Frame - Rigid
Frame Weight (Kg) 3

Length(mm) 1730

Wldth(mm) 590 Pieces 200
Height(mm) 1090

Riders ht(feet) 5'4"-6'4"

Fork Rigid

Crankset 44T x 170mm

BB Set Cottered

Freewheel 18 Teeth

Pedals Reflectorised Single Piece
Wheels b=




Tube 26*1/3.8 MLD

Rim Steel,26X1-3/8, 36H

Hub 36 /36 Holes

Tyre Size 26 x 1-3/8"

Components

Seat Post 25.10X127mm X1.02T, Bolted clamp
Saddle PU saddle

Saddle Adjustment Nut Bolt

Stem Steel 40 MM ext. adjustable type

Handle Bar 560 MM x70 mm Rise, black
Brakes:Front Brake Caliper Brakes Rear Brake Caliper
Accessories: Mudgurad ,Carrier,Stand ,Front
Reflectors
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Hero Neon DX 26T

Total Bike Weight(Kg) 18.1

Color Red, Blue

Bike Type Rigid

Frame type/Size Steel Frame - Rigid
Frame Weight (Kg) 3

Length(mm) 1730

Width(mm) 590

Height(mm) 1090

Riders ht(feet) 5'4"-6'4"

Fork Rigid

Crankset 44T x 170mm

BB Set Cottered

Freewheel 18 Teeth

Pedals Reflectorised Single Piece
Wheels

Tube 26%1/3.8 MLD

Rim Steel,26X1-3/8, 36H

Hub 36 /36 Holes

Tyre Size 26 x 1-3/8"

Components

Seat Post 25.10X127mm X1.02T, Bolted clamp
Saddie PU saddle

Saddle Adjustment Nut Bolt

Stem Steel 40 MM ext. adjustable type



Handle Bar 560 MM x70 mm Rise, black
Brakes:Front Brake Caliper Brakes Rear Brake Caliper
Accessories: Mudgurad ,Carrier,Stand ,Front Reflectors

Honda XL125, on and off road, white in color 2013 Model.

Technical specifications:
Engine Single-cylinder, air-cooled, 4-stroke, OHC. Displacement 124.73 cc. Max. Power 8.0 kW/8,250 rpm.Max. Torque 10.4

Nm/6,500 rpm. Bore x Stroke 52.4 mm x 57.9 mm. Compression Ratio 9.2:1 Air Filter Type Paper Element (Vixcous Type). Starting
Method Electric/Kick. Ignition DC-CDI Battery

Transmission 5-speed, Manual, 1-N-2-3-4-5. Dimension (L x W X H) 2,107 x 827 x 1,125 mm Wheelbase 1,358 mm. Seat height 849
mm. Ground Clearance 263 mm. Kerb weight 127 kg. Fuel Tank Capacity12.0 L. Battery 12V-4Ah. Head Lamp 12V-35/35W. Tire
size Front:70/100-21, Rear:100/90-18. Brake Front/Rear: Leading Trailing Drum. Frame Type ~ Semi Double Cradle. Front
Suspension Telescopic Fork, 159mm Axle Travel. Rear Suspension High Density Rear Shock Tube, 148mm Axel Travel

Helmet




