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NOTE:
1. All  dimension are in meter unless stated
 2. Do not scale the drawing incase of any descripency consult architect.
3. All external wall are 2230mm incude plaster
4. Refer to note for finishes and details
5. These  note are to be read in conjuncƟon with  the specialist drawing

NOTES: SIGN: DONOR: IMPLEMENTER:PROJECT:DRAWING TITLE:

Proposed Rehabilitation
of 2-stance vip latrine at
Gudele west  Primary school.

Proposed “Strengthening
Community Resilience in
South Sudan’s Urban
Settings”
WASH in schools and
 Health Facilities.
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225x25 facia boards

Vent bricks

Lintel Beam

600mm Splash Apron

Drainage trench

Ground Level

FOUNDATION NOTE:

- Floor finish shown on,
- 50mm (1:3) cement sand screed on,
- 150mm (1:2:4) concreted floor slab on,
- 200mm average hard core on,
- Well compacted &rammed earth fill in,
200x600mm concrete strip foundaƟons
- FoundaƟon depth to be determined on site
by the engineer in charge

          

  

          

  

ROOF NOTES
- Guage 28 corrigated iron sheet on
-15 degree.
- 100x50mm Purlins on.
- 100x50mm struts and Tie on.
- 100x50mm RaŌers on.
- 150x50mm Tie beam
- 100x75mm wall plate
- 230x25mm Facia boards.
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