
BOQ for construction of women & girls friendly space (WGFS) with a chain 

link fence in Cueibet and Rumbek North Counties both in Lakes state, South 

Sudan. 

Dimensions wgfs: 12m x 6m internally. 

Dimensions of chain link fence 40mx30m 

 

 
S/No 

 
Item Description 

 
Unit 

 
Qty 

 
Rate in $ 

Total 

Amount 

      

1 PRELIMINARIES     

 Notes     

1.a All the bidders are requested to refer "Pricing 

preambles and 

Notes bellow" and works items of this bills of 

quantities shall be priced to fulfill the requirements 

there-in. Also see that no page or items are missing 

prior to pricing of this bill of quantities. 

 
 

Note 

   

      

1.b A list of typical general items are given bellow. 

However, the Bidder is requested to price only 

those items that may affect this contract 

 

Note 

   

      

1.c If no price has been stated against any item 

hereunder, the contractor shall not be entitled to 
claim any money for such items even though he is 

obliged to execute the work or provide the services 

described therein. Preliminary items priced by the 

Tenderer are deemed to include the cost of 

unpriced items. 

 

 

 

 

Note 

   

      

1.d Cost and expenses in correction with any other 

preliminary item which is not listed below but is 

necessary for the due completion of works is 

deemed to be included in the tender rates. 

 

 

Note 

   

      

 Mobilization, Demobilization and site facilities.     

      

1.e Mobilization and demobilization of all required 
equipment, construction and personnel to project 

 

Lump 

sum 

   

      

 Site operations     

      

1.f 
 
 
 

Allow for maintaining the site in clean and orderly   
fashion at all times and during the entire contract 
period. Materials, casings etc. shall be kept neatly 
stalked on the site with all access way kept clear. 

 

 

Lump 

sum 

   



  
 
 1.g 

All dust, debris and rubbish etc. Arising out of his 
own works shall be continually cleaned and 
removed from the site. 

 

 

 

 

Lump 

sum 

      

   
  1.h 

Allow for providing all necessary safety measures 
to workmen.  Provision for proper usage of 

personnel protective equipment (PPE) 

 

Lump 

sum 

 

         1 

  

      

 subtotal bill 1 preliminaries     

    

2  SITE CLEARANCE AND EXCAVATION      

      

 
2.a 

Clear site of grass, bushes all shrubs and dispose off 

Materials from site as will be directed by the TOCH 

supervisor. 

M² 
 

112 
  

 

 

 
2.b 

Excavate pits of 300mm diameter 

for100x100mm timbers columns of 3000mm 

long commencing at reduced level but not 

exceeding 400mm deep. Rates to include 

casting insitu concrete for the footings. 

 

M³ 

 

 

 
0.64 

  

 

 
2.c 

Excavate foundation trench 400mm wide and 

500mm deep for store and office walls and for 

the entire hall. The excavated soil should be 

Discarded away. 

 
M³ 

 

 
9.93 

  

      

 Backfilling     

 

 

 
2.d 

Allow for selected material preferably murram as 

back filling material to foundation trenches for 

Store and office foundation, around 

plinth wall and on floor ready to receive concrete 

 

M³ 

 

 

 
28.8 

  

      
   Sub total bill 2 Site Clearance and Excavation 

works 

    

      

3 CONCRETE WORKS     

 

 
3.a 

Allow 100mm thick mass concrete C-20 prepared, 

Placed and compacted in strip foundations of store 

and office, footings of timber columns and floor 

beds. 
 

 

M³ 

 

 
7.2 

  

 Termite Treatment     

3.b 5upply and apply ant termite treatment M² 112   
      

 Polythene     

   3.c Supply and use polythene to prevent Moisture 
transfer from sub-structure to super structure M² 

 

10 

  



      

 Subtotal bill 3 Concrete Works     

      

4 MASONARY WORKS     

 

 

 

 
4.1 

Allow for supply of red burnt red clay bricks of 

225mm x 100mm x 90mm, embedded and jointed in 

cement sand mortar of 1:4 to build 1 layer brick of 

225mm thick wall of 3000mm high for store and 

office. 

 
 

 

 

M² 

 

 

 

 
55.46 

  

 Splash Apron  

   

 
4.2 

Allow for supply of 190mm x 90mm x 90mm red burnt 

clay bricks for building apron of 400mm high around  

the entire WGFS 

M² 
 

12 
  

   

   
 Subtotal bill 4 Masonry Works     
      

5 STEEL REINFORCEMENTS     

 Rate to include for supplying, cleaning, cutting, 

bending, fabricating, placing and the provision of 

all necessary temporary fixings and supports etc. 

including binding wires, bends, hooks, tying wires, 

    

 Tor steel reinforcement (to BS 4449 and 

characteristic strength fy = 460N/mm2) and 

Mild steel reinforcement ( to BS 4449 and 

    

 
5.a 

Y12 High yield reinforcement bars for reinforcing 

 beams for office and store 
 
Kgs 

 
         24 

  

      
 Timber Columns     

5.b Provide  100x100mm square timber columns  of 
4000mm 

M 36   

      
 Welded Security Mesh     

 
5.c 

Provide security mesh of 2.4M X 1.2 M to be fixed at 

1.5m above short wall 

 

M² 
 

15 
  

 

 
5.d 

Timber 3x2 as vertical supports for fixing wire 

mesh and iron sheets. 

 
 

M 

 

 
16 

  

 

 
5.e 

Timber 4x2 as wall plates for welding wire mesh to 

the vertical frames around the top of short iron 

sheet wall in the entire meeting hall. 

 
 

M 

 

 
36 

  

      
 Subtotal bill 5 Reinforcement Works     

      

6 ROOFING/Timber Works     

 Rate shall include; all rivets, 

Nails,delivering and fixing in position. 

    

6.a  100x 75mm wall plates M 52   



6.b  100x50mm in tie beams M 45   

6.c  100x50mm in rafters, struts and ties M 60   

6.d  75x50mm in purlins M 90   

6.e  200x25m dressed fascia boards M 36   

   6.f  Provide all necessary timbers, nails and ceiling 

board to fix complete ceiling in office and store 

section. 

     

 

 M² 

 

 

         26 

  

      
  Subtotal bill 6 ROOFING/Timber Works     

      

7 ROOF COVERING      

 
7.a 

Supplying & fixing of gauge 30 pre-painted 

roofing sheet of approved color well fixed with 
nails on 3x2 par lines 

 
M² 

 
124 

  

 Ridge Caps     

 
7.b 

Providing and fixing similar 30 gauge roofing caps 

 

 
M 

 
14 

  

      
      
 Wall covering     

 

 

 
7.c 

Supplying & fixing of gauge 30 galvanized roofing 

sheets of approved color: fixed with roofing nails as 

walling around meeting hall.  

 

 
 

M² 

 

 

 
17.2 

  

      
  Subtotal bill 7 Roof covering     
      

8 DOORS AND WINDOW OPENINGS     

 

 
8.a 

Provide steel metallic door of 2100mm x 900mm 

with single leaf complete with all locks and iron 

monger final finish, & fixing with concrete 

 

 

No 

 

 
1 

  

      
    8.b Provide steel metallic door of 240mm x 1200mm 

with double leaf complete with all locks and iron 

monger final finish, & fixing with concrete 

 

    No 

        

      1          

  

      

    8 .c Provide steel metallic door of 240mm x 1200mm 

with single leaf complete with all locks and iron 

monger final finish, & fixing with concrete 

 

    No 

 

       1                        

  

      
 Window Openings     

8.d Provide steel metallic windows of 1000mm x 

1200mm with double leaf complete with all locks 

    No 2   



and iron monger. 

      
  Subtotal bill 8 doors and window Openings     

9 GENERAL FINISHES     
 Plastering     

 

 
9.a 

Plaster internal and external walls in cement sand 

mortar 1:4. Minimum 12mm thick including soffits and 

jambs of doors and vents 

 
 

M² 

 

 
69.52 

  

      
 Floor     

9.b 
 

Screed all floors and ramps surfaces minimum 25mm 
thick 

M² 50.6   

      
 Splash Apron Finish     

 
9.c 

Screed splash apron with anti-crack grooves and finish 

off with cement grout trowel smooth 

 

M² 
 

12 
  

      
     

     9.d 

Using cement sand mortar 1:2 ratio, provide a black board on 

the internal wall measuring 4,200mm x 1,200mm, finished 

smooth and painted with original black board paint. 

 

  Item 
   

           1 

  

      
 Subtotal bill 9 General Finishes     
      

10 GENERAL PAINTING AND DECORATION     
 External Wall     

 
10.a 

 
Paint all external rendered walls in 1 coat of Primer 
and 2 coats of weather guard paint, TOCH 
 color 

 

M² 
 

66.8 
  

      

 
10.b 

 
Paint all internal plastered walls in 1 coat of primer 

and 2 coats of silk vinyl interior paint-soft white 

sadolin paint 

 

M² 
 

65 
  

   

   
 Doors and Vents     

 
10.c 

Paint all the exposed metallic surfaces of doors and 

vents in 3 coats of gloss grey paint. 

 

M² 
 

12.3 
  

      
 Subtotal bill 10 General Painting and Decoration     
      

11 CONSTRUCTION OF A CHAIN LINK FENCE 

40X30M 

    

      

  Excavations      

11.a Excavate pits for planting angle poles measuring 
0.3x0.3x0.5m deep 

 M³    



      

11.b Supply and cast mass concrete mix M20 to pits 
excavated for planting angle sections, well 
vibrated and finished with wood float. 

   

  M³ 

   

      

11.c Mass concrete, mix M25 to chain link fence apron 
200mmx150mm, well vibrated and finished with 
wood float. (Rate to include water for curing for at 
least 4 working days. 

 

 

    M³  

   

      

11.d Supply steel angle sections measuring 
50x50x4mm, and install them in excavated 
circular pits of 300mm diameter and with a depth 
of 500mm, with in a spacing of 2m apart. The 
installation should extend 2m above the ground 
level and include 300mm welded arm on top. The 
rate should include one coat of primer paint (Red 
oxide) and 2 finishing coat of gloss oil paint. 
Center brace at every fifth pole should be also be 
installed along the entire linear circumference 
bedded with a concrete mix of M20. 

 

 

 

   No 

 

 

 

   75 

  

      

11.e Supply and install GAW chain link, 7 feet as the 
main cover to angle lines of (wire gauge diameter 
5mm gauge 12) Rate to include excavation for 
burying 0.1m in the concrete and nails welded/ 
holes to the poles for tensioning the cable and the 
chain link cover. 

 

  LM 

 

   140 

  

      

11.f Supply and install 4 strands of galvanized tension 
cable of good quality gauge on the steel angle 
section. 

  LM     546   

      

11.g Supply and install 3 strands of barbed wire to the 
bent top angle arm of the steel angle sections 
well fastened with binding wire.  

  LM   

 

    409.5   

      

11.h Supply, cut and plant terminal post 
(100x100x3)mm. (0.6m depth in the ground and 
H above the ground 2.2m)   

No   2   

 

 

 

Weld (80x40x2) mm as the main frame (bottom, 
top and middle rails) With middle bracing for a 
double leaf gate opening inward (H=2.1M, 
L=3.5M) with a min access gate of (L=1.2 and 
H=2M). Weld to flame RHS40X40X1.2MM as 
pickets at 150mm. Fix heavy duty post hinges 

 

 

 

 

 

 

  



 11.i locally made and weld to join the flames of the 
min access gate with terminal posts, fix heavy 
duty laches local made, fix to gate cane bolt 
complete with hook, long pin 200mm, guide and a 
pin keeper of 20mm. Rate shall include one 
primer coat of red oxide paint and two finishing 
coats of gloss oil paint. 

 

 

No 

 

 

   1 

 Subtotal bill 11 chain link construction     

      

 

SUMMARY FOR CONSTRUCTION OF WGFS CHAIN LINK FENCE. 

 

 

 

Bill 

 

Item Description                                                                 

 

Total Amount(USD) 

1 PRELIMINARY WORKS  

2 SITE CLEARANCE AND EXCAVATION  

3 CONCRETE WORK  

4 MASONRY WORK  

5 STEEL WORK  

6 ROOFING/ TIMBER WORK  

7 ROOF COVERING  

8 DOORS AND WINDOWS  

9 GENERAL FINISHES  

10 GENERAL PAINTING AND DECORATION  

11 40X30 CHAIN LINK FENCE CONSTRUCTION  

   

 Total amount for 1 WGFS with a chain link fencing  $ 

   

 Grand total for 2 WGFS with a chain link fencing   $ 

 


