Annex A.1 - DRC TECHNICAL BID FORM FOR GOODS
R.._U mmw%aﬁmww ITB reference number: ITB-SSD-AJT-2023-001
DRC to I | Bidder to complete
# Item/Milestone Required Specification Quantity required Item/Milestone offered (name make and model with full specification) Country of Origin Quantity offered
q P 3
PRELIMINARIES  |vigibilicy Signpost (1.5 x 0.8m of 1 2mm thick Metal sheet board; 60
Y Ignp: 1Pe
A x 40mm framings & posts; artwork to be provided by DRC)
Sub total
SUBSTRUCTURE
Excavation and Earthworks
Note: Rates for excavation to include for keeping excavations
free from water and planking and strutting to sides of
excavations.
Excavate around splash apron commencing from existing level; not
exceeding 1.0m decep. Dispose excess materials, spread and level 17.28 CM
surplus excavated material where directed on site.
Brick Masonry
200mm thick burnt clay brick masonry wall of 1:4 cement sand ratio
p " : 38.4SmM
with hoop iron on alternate three courses.
SPLASH APRON
B Murram Filling
Import approved murram or gravel and fill, deposit, spread, level and 8.96 CM
ram around apron in 150mm layers and compact to 98% MDD. .
Splash Apron
Insitu concrete 1:5:10/20mm a;
50mm thick concrete apron slab. 4.48 CM
50mm thick concete blinding for burnt clay brick walling 2.88 CM
25mm thick cement mortar (1:4) screeds and pavings; one coag; steel
b i " " 102.4 sM
trowel finish laid on concrete "Nirro - ﬁ
PAT\ & N\
Subtoral /Y, Hh. NA\
[ X/ SNEAEI N\ PN
@7 IR) L Sl T2,
Carefully hack-off the top finish laver of the floor screed and and o~ \ \JA O o
prepare the surface to receive fresh screeding layer and level 548 SM O — O N n
materals where directed on site. » \ m‘ (- gy )
“\ Dok /6
Cement mortar (1:4) render; trowelled smooth: on concrete upto \ ~ Y Y o
al smooth finish “Nirro": \J/\ ; ./4W4
ELOORING 25 s s
C LOORING 25mm screed on floor slab 548 SM & T~ A\ \




Cement and Sand (1:4) screed : finished smooth 42mm Thick
floor screed : to receive floor tiles

400 x 400 x 8mm Thick approved non-slip ceramic floor tiles :
bedded and jointed in approved adhesive : pointed with approved
coloured grout : to

Floors 43 SM
100 x 8mm Skirting 27.21M
Subtotal
SUPERSTRUCTURE
Carefully hack-off cracked, unstable and loose existing cement
plaster, cart and level materals where directed on site.
15mm external wall with expanded mesh 127 sSM
WALLING
12mm internal wall with expanded mesh 127 SM
Brick Masonry Fillin
200mm high Fill up spaces berween the wall and roof to deter bats
from accessing the roof using burnt clay brick masonry of 1:4 cement 11.85M
mortar.
Subtotal
approriately above ground level to join existing roof. (The works
to only focus on the damaged areas or locations NB NOT
80 x 40 x 3mm RHS rafter 15 Pcs;
80 x 40 x 3mm RHS purlin 5 Pcs
80 x 40 x 3mm RHS wall plate 10 Pcs!
Roof Covering
UNHCR, DRC Engincer to idendfy jointly with the contractr.vendor
the damaged roofing sheers, cost to including removing the existing
damaged sheets and replacin with new 28 Guage corrugated iron 60 SM
Sheet fixed on steel purlins, cost includes cutting and trimming new
ROOFING and existng iron sheets to eliminate bat shelters
Fascia & Barge Board \ *
225 x 1.5mm thick mild steel fascia boards welded to angle cleats at \\ (=S 6
rafter ends with all other necessary installation accessories. (FOR 100 LM ) » %
ALL THE FASCIA BOARD) Y N WNNU% N (¢
7 = 4
[ o o
Painting \ 7 AJ
Painting eall NNV
Prepare and apply three coats of red-oxide gloss oil paint to steel pes = GUIY IJ._V
surfaces, for all the steel works for the roof structures) c ﬁ” \H —
\ ‘./ = \t”.




WINDOWS & DOORS

Ceiling
Carefully remove existing suspended ceiling materials, cart and
dispose where directed on site to leave the building clean and ready

for use.

Subtotal

Door

Provide/replace any missing or damaged accessories to the existing
steel doors including locks (internal and external), vents and other
accesoriess to ensure 1ts full operation.

Window

Provide/replace any missing or damaged window assesories like
locks (internal and external), mosquito wire/mesh and more with all
accessories o ensure its full operation.

Steel windows

Steel doors
Sub total

Wall finishes
Prepare and apply one mist coar and two coats weatherguard paint on

plastered external wall. Color agreed by the donor and DRC

Prepare and apply one undercoat and two coats of silkvinyl paint on
plastered internal wall. Paine color will be determined by DRC and
UNHCR.

Subrotal

450 SM

No 22

39.6 SM

17.6 SM

372 SM

1273 sSM

DRC to compl Bidder to complete
Delivery time required (days after —— “m_ <m:“”=5m offered
PO signature): Y ﬂ. ays after PO
signature):

Delivery Terms required (Add
Incoterm if necessary):

DDP-(Incoterm 2020)

Delivery Terms
offered (must include
incoterm):

Delivery Destination required:

Kodok, Fashoda County Upper Nile, Malakal

Delivery Destination
offered:

«

Z::w:.:: bid validity period 90 days Bid validity period (A
required: offfered: 0O mJ 9
Additional comments to bidders: Note payments to DRC authorized Bank(s) within South Sudan (Like Eco Bank) shall be Company Name: \ 0\ =y i\
free of charge. However, transfers/payments to other banks within or overseas shall incur transfer charges estimated at Contact Person: I\\ [ AJ
USD 30 and should be inclusive of price offer Address: _v__o:m numbér: == ~ _ O al
Email Address: [Date: wnl | e=
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