Description Quantity |Rate USD |Amount (USD)
Roofing
Demolish the existing roof and
cartaway as directed by the ADRA
engineer

Lumpsum 1
Install a new roof to the latrine block
as instructed by the ADRA engineer.
Ensure all the timbers are disinfected
by approved anti termites. Price
include nails and other accessories
28G ironsheet pcs 7
2"x4" wall plate timbers pcs 6
3"x2" purlins timbers pcs 4
Repairing cracks
Chisel the sides of the cracks to obtain a
V-shape lumpsum 1
Fill the V-shaped cracks with a C/S
mortar (mix 1:2) and plaster to achieve
a smooth final finish Lumpsum 1
Plastering
Plaster the extra walls with C/S mortar
of 1:3 mix to achieve a smooth final
finish M3 0.736
Cement bags 7
Sand M3 0.5
Apron
Construct a 30cm high by 20cm wide
apron around the entire perimeter of
the latrine Lumpsum 1
Painting
Apply one coat of under and two coats
of oil paint to the internal walls and
weather guard to the exterior walls M2 73.6
Installation of floor and wall tiles
30cmx30cm floor tiles M2 8
30cmx20cm wall tiles M2 40
Doors
Replace the old doors with metallic
doors including antiburglars

pcs 3
Windows
Replace the old windows with metallic
windows with a welded mosquito wire
mesh pcs 3




Padlock

9.1

Provide medium size tricycle padlocks |pcs

Total material cost

Labour cost

Grand total




